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[ DC AUTO IRIS

F=3.5~8mm
F/14~ 1.8

PR-358D

B Vari Focal Lenses

Vari-focal lenses are the most versatile and practical lenses to use when the project calls for optimization of angular field on site. Although re-focusing is
required whenever the focal length is changed through zooming, Prolineis Vari-focal lenses realize a higher cost to performance ratio compared to a typical
zoom lens that has a more complicated construction and thus becomes more expensive.

. Surveillance effects are maximized since any desired angle of field can be obtained.

. No need to carry several different focal length lenses for an installation job.

. Installation can be more efficient because the installer can find the desired angles of field without moving the camera set-up.
. Once installed, even if the field of view requirements change, the system can still be greater matching with the camera.

B Fixed-Focal Lenses

Prolineis Fixed-focal lenses are designed and engineered to deliver maximum performance & reliability

An exceptional level of reliability, the most critical factor in security/ surveillance applications, is assured by Prolineis stringent quality control system
instead throughout production process.

Excellent imaging performance is ensured by our high resolving power, a requirement of the latest high density CCD sensors to meet imaging quality
expected.

Prolineis Fixed-focal series line consists of a total of 34 models for 1/31, i and 2/31 , covering wide angle, standard and telephoto length, almost models
available with Manual Iris, DC-controlled Iris and A(video)

B Fixed-Focal Lenses

Proline combines high magnification and enhanced optical performance in the motorized 10x zoom lenses. These lenses are especially designed for durability
and reliability.

The mount slip mechanism and detachable cable are built-in features making the lenses easier to install.
The lens chassis is constructed using the latest in engineering ABS technology for lighter weight and lower cost, while ensuring excellent durability.

Specification

MODEL PR-358D
Focal Length 3.5-8

F/ No. 1.4

Mount Length [

Back Focal View 8.4 -14.2
Angle of 97° - 42° (1.4 - 360)
IRIS Element DC

Group Format 8G / 8E
Image 1/3"
Dimension (mm) 49.5(L)x39(W)x45(H)
Stopper (mm) Y 8.0
Effective Diameter EZ;T(G) YY187. '85
Weight 579
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