PROLINE @/ //

MAIN STREAM PRODUCT LINE

IP BOX CAMERA

PR-5200,5220,5300,5320 Series

Balance supported

mechanism (PR - 5320)

. MPEG-4 ASP Compliant compression

. 1/3” SONY SuperHAD / EX-view HAD CCD

. Backlight Compensation,Auto Iris Control,Auto White

. Day and night function with IR cut-?Iter switching

. CIF up to Full D1 resolution at 30/25 FPS

. Dual MPEG-4 video stream output via LAN and WAN

(PPPoE supported) ports at the same time

. QoS enabled (L3) video streaming

. Power Over Ethernet (IEEE 802. 3 af) supported

(PR - 5301/PR-5321) or AC 24 V power source

supported (PR - 5322)

Specification

Model Name
Type

Image Sensor
Day/Night

Mechanical IR Cut
Filter

Lens
Min. lllumination
Compression

Max. Video Resolution
vs Frame Rate

FPS (NTSC/PAL)
Audio

Failover

Alarm Input/Output
Motion Detection

Analog Video Output

Multi-stream

Protocol
Ethernet Networks

DC12V
DC12V/
PoE

DC12V/
AC 24V

Power

PR-5200 Series
IP indoor* camera
1/3” SuperHAD CCD
N/A

N/A

Changeable (CS / C mount)
0.15 Lux
MPEG-4 ASP

720 x 480 at 30 fps (NTSC)
720 x 576 at 25 fps (PAL)

30/25 at all resolution
1-way

Yes

11

Yes (hardware)

Yes

Up to 4 con?gurable frame
rate/bit rate stream for preview
and recording

TCP, UDP, RTR, RTSP

10/100 Base-T x2 for
LAN/WAN

Yes (PR-5200)
Yes (PR-5201)

PR-5220 Series
IP indoor* camera
1/3” EXviewHAD CCD
Yes

Yes

Changeable (CS / C mount)
0.05 Lux
MPEG-4 ASP

720 x 480 at 30 fps (NTSC)
720 x 576 at 25 fps (PAL)

30/25 at all resolution
1-way

Yes

11

Yes (hardware)

Yes

Up to 4 con?gurable frame
rate/bit rate stream for preview
and recording

TCP, UDP, RTR RTSP

10/100 Base-T x2 for
LAN/WAN

Yes (PR-5220)
Yes (PR-5221)

PR-5300 Series
IP indoor* camera
1/3” SuperHAD CCD
N/A

N/A

Changeable (CS / C mount)
0.15 Lux
MPEG-4 ASP

720 x 480 at 30 fps (NTSC)
720 x 576 at 25 fps (PAL)

30/25 at all resolution
N/A

Yes

11

Yes (hardware)

Yes

Up to 4 con?gurable frame
rate/bit rate stream for preview
and recording

TCP, UDP, RTR RTSP

10/100 Base-T x2 for
LAN/WAN

Yes (PR-5300)
Yes (PR-5301)

PR-5320 Series
IP indoor* D/N camera
1/3” EXviewHAD CCD
Yes

Yes

Changeable (CS / C mount)
0.05 Lux
MPEG-4 ASP

720 x 480 at 30 fps (NTSC)
720 x 576 at 25 fps (PAL)

30/25 at all resolution
N/A

Yes

11

Yes (hardware)

Yes

Up to 4 con?gurable frame
rate/bit rate stream for preview
and recording

TCP, UDP, RTR RTSP

10/100 Base-T x2 for
LAN/WAN

Yes (PR-5320)
Yes (PR-5321)

Yes (PR-5322)
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