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Specification

. 18~50mm/F1.5 Filter Changeable LENS Buil-in

. Split Glass Adapted to Prevent IR Light Reflection

. Built-in 54pcs IR LED (12pcs Power 30pcs Standard)

. Externally Adjustable Zoom & Focus

. Fan & Heater Built-in

. Service Monitor Built-in

. Cable Managed Bracket

. Waterproof (IP-66)

. 560 TVL High Resolution

MODEL

Signal System

Image Sensor

Picture Element

Horizontal Resolution

Lens

Minimum Illumination

S/N Ratio

Distance

View Angle

LED Wave Length

Average Life

Vandal proof Criterion

Video Output

Focus Mode

Operation Temperature

Supplied Power

PAL / NTSC

1/3” SONY CCD

PAL: 752(H)X582(V) ; NTSC: 768(H)X494(V)

560 TVL

18 ~ 50mm/F1.5

0 LUX (IR ON)

More than 52dB

30 ~ 40 Meter

60°

54 Unit 850nm Infrared LED

20000hrs, warranty life: 6000hrs

IP65

Composite Video Output, Service Monitor Built - in

Externally Adjustable Zoom & Focus

-20°C ~ +55°C

AC 24V / DC 12V Power Source

PR-565H

. AC 24V / DC 12V Power Source

EXTERNALLY ADJUSTABLE LONG RANGE IR CCTV CAMERA BULLET PRODUCT


