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Specification

Compression

. Advance MPEG - 4 Compression

. Support Network & USB Backup

. SOC single chip, high stability

. Variable record frame rate & quality level

. Motion detection: settable window & sensitivity

. Support hiding & switching channels

. Video loss alarm

Video Input Output

Audio Input Output

Display Resolution

Display Frame Rate

Max. Recording frame rate

Record Resolution

HDD Interface

Record Modes

Picture Quality

Sensors & Alarm Interface

PTZ Interface

Network Interface

Network Monitoring

VGA Output

Remote Control

MPEG - 4

4/9 Channel BNC Inputs & 2/1 Channel Output

2/1 Channel Input & 2/1 Channel Output

NTSC : 720x480 PAL : 720x576

NTSC : 120x270 fps PAL : 100x225 fps

NTSC : 720x240 PAL:720x288

NTSC : 60 fps PAL:540 fps

SATA, Over 500 GB

Schedule, Motion Detection, Sensor Triggered

4/8 Channel Inputs & 1 Channel Output

USB 2.0

RS-485

RJ45, TCP/IP

IE (Internet Explorer)

Optional

IR Remote Control

Model PR-776W / PR-900

USB Interface

Low, Normal, High, Highest

Power Supply

Dimensions (WxDxH)

DC 12V / 3A (Adapter Included)

345x226x52mm

DIGITAL VIDEO RECORDER


