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Specification

DIAGRAM

MODEL

Compression

HDD capacity (Max)

Display Resolution

Record Modes

Record Speeds

Playback Speeds

Search Modes

Security

Camera Inputs

Monitor Outputs

Max Recording Time

Dimensions

Net Weight

PR-777M

Advanced MPEG-4

1000GBx2HDD

720x576 @ 100 fps

Manual / Alarm / Timer / Motion

4 times PR-777W Days

430(W)x110(H)x325(D)mm

5.7 Kg

PR-777M :MPEG-4 Technology with LAN

100 fps

100 fps

Search by time/ date/Alarm/ Motion

Password Protection / Keylock

16 BNC Inputs, 1 Phono (Audio)

1 Main Monitor + 1 VGA
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COMPRESSION TECHNOLOGY

VGA

PR-777M FRONT VIEW

PR-777M REAR VIEW

. Enabled in 16ch D1 synchronous high-definition recording.

. Below 6W power consumption  

. Activated in USB2.0 backup and system function upgrading.

. Equipped with MPEG4 compression format,

. Triplex operation to employ record, playback, network simultaneity.

. Double bit stream design, makes it easy to stakeout the pictures through 
   network. 

. Executable in remote monitoring/playback/backup/pan-unit control through 
   internet. 

. Convenient and accurate in retrieve of video & precise information. 

. Enabled in stereo recording, playback and field interception.

. Enabled in exterior alarm, mobile alarm and Time Recording.

. Activated in RS485 control pan-unit and fast-dome camera. 

. Auto Restore of Recorded Data after power fluctuations or power shutdown. 

. Operable by use of remote control.

. Main Monitor & VGA output.

. Industry-shaking stability with running time more than 365,000 Days.


