PROLINE @/ //

DIGITAL TRIPLEX MULTIPLEXER (16 MILLION COLORS)

Features

PR-9609, PR-9616

. Triplex operation

. 704 x 512 pixel display

. Call Monitor

. Fastest possible recording: 60 unique fields per second

. Programmable motion detection area and sensitivity for camera
. Zoom -in capability

. Powerful Alarm processor

. User-friendly OSD menu (on - screen display) with real time clock
. Triplex operation (Play, Live and Encode) available

. Power loss memory function protects system setup

. Video loss memory detects in each channel

. Independent title generator (6 characters) for each channel

. Multi - screen display mode

Specification

SPLIT SCREEN (PR-9609)
9CH 7CH Quad
PI

P Full Screen

SPLIT SCREEN (PR-9616)

Maximum Camera Inputs

No. of Alarm Inputs
System Operation
Resolution

Color

VCR Input

VCR Output

Main Monitor Output
Call Monitor

No. of Alarm Outputs

Motion detect area

Motion detect sensitivity

Video loss indication

Picture freeze

Active Window refresh rate

Recording Mode

Recording Rate

TRIPLEX
720 X 512
256 Grey levels
BNC & S-VHS
BNC & S-VHS
BNC & S-VHS
BNC
2 (No. NC) 2.0A / 230V
16x12 dots per camera
128 Levels selectable
Yes
Yes
60 fields/sec
Synchronous & Asynchronous
60 fields/sec

Playback Date/Time Control

Dynamic Recording Priority

Monitor center adjustable

Sequence swell time
Picture in Picture

Key lock function

Electronic zoom in

Day / Night setting

Camera Title Size

Alarm History Log

Remote Control

Grey Bar Generator
Auto Sequence display
Input Voltage Range
Max Power

Dimension (mm)

Weight

Yes
Yes (Programmable)
Yes
Common / discrete
Yes
Yes
Yes (2x2)

Yes (Programmable)
12 Characters per camera
255 Events
RS-485
Yes
Programmable
10V - 18V
230V
430(W)x40(H)x300(D)

3.2kg 3.4kg

PROLINE UK ELECTRONICS LTD. , Reg Office : 4 Hollin Well Close,Middleton,Lanchashire,M24 5LE, England

URL : www.prolineuk.co.uk , Email : prolineuk@live.co.uk , sales@prolineuk.co.uk



