
Specification

Features

PRB-17,20

B/W MONITOR AVAILABLE IN
CREAM & BLACK CASINGS,
THESE HIGH PERFORMANCE

MONITORS
ARE SUITABLE FOR A

WIDE RANGE OF APPLICATION

         PROLINE UK  ELECTRONICS LTD. , Reg O�ce :  4 Hollin Well Close,Middleton,Lanchashire,M24 5LE, England
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Specifications (General)

Specifications (Electrical)

 . Iron Cabinet and Steel Cabinet

 . Video Gain 30dB

 . Bandwidth 8 Mhz

 . Input Independence 75 ohms or higher (Switchable)

. Video (In/out) BNC x 2

 . Certification UL, CE, CSA, FDA, FCC, CUL, TUV

 . Black or White matte texture coat finish

MODEL
Construction

Finish

Dimension

Picture Tube Dimension

Weight (per unit)

Power On/Off

H-Phase / V-Phase

Contrast / Brightness

Volume

Steel Cabinet

Black or White matte texture coat finish

PRB-20PRB-17

Push Button

Rotary Control

Rotary Control

Rotary Control

PRC-17 PRC-21

MODEL PRB-17
Input Voltage

Power Consumption

Input Impendence

Bandwidth

Video Gain

Resolution H/W

Linearity H/W

Overscan

Operation System

96-256V AC EIA & CCIR ; 60Hz / 50Hz

45W

75 ohms or higher (switchable)

PRB-20

Connectors

Video (In/Out)

Audio (In/Out)

Speaker

Operation Temperature

Certification

48W

8 Mhz

30dB

1000 TVL

10% / 8%

> 10%

CCIR

BNC x 2

RCA Jack x2

Yes

10 1/4 to 50 1/4 (14 to 122 1/4F)

UL, CE, CSA, FDA, FCC, CUL, TUV, GOST

Iron Cabinet

420x434x421mm 473x477x361mm

17” (43cm) 20” (50.8cm)

17.5 Kg 22 Kg

PROFESSIONAL B/W MONITORS BLACK OR WHITE METAL CASE


