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E.T HIGH DIGITAL ANGLE FREE 180° CAMERA

Features

Specification

PRT-2D

. 1/3" SONY Super HAD CCD

. TV System: NTSC, PAL

. Scanning System: 2:1 Interlace

. Sync System: Internal Sync

. Resolution: 420 / 480 TVL

. Min Illumination: 0.1 LUX

. S/N Ratio: > 46dB

. Power Supply: DC 12V

. Weight: Approx 1200g

MODEL
CCD
TV System
Total Pixels
Scanning System
Sync System
Resolution
Min Illumination
S/N Ratio
Gamma Characteristic
Video Output
Electronic Shutter
Power Supply
Power Consumption
Lens
Operational Temp
Storage Temp
Dimension
Weight

PRT-2D
1/3” SONY Super HAD CCD
NTSC, PAL
NTSC=510(H)x492(V) / PAL=500(H)Xx582(V)
2:1 Interlace
Internal Sync
420 / 480 TVL
0.1 LUX
= 46dB
0.45
CVBS1/CVvBS2 : 1.0Vp-p 750hm
NTSC: 1/60~1/100,000sec ; PAL: 1/50~1/100,000sec
DC 12V
250mA
3.8mMmmM+3.8mmMm Fixed Board Lens (180c0)
—10°C ~+50°C, RH 95% Max
-20°C ~ +60°C, RH 95% Max
O98(W)Xx197(H)x133(D)
Approx 1200g
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