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HIGH RES DIGITAL DOME COLOR IR DAY/NIGHT CAMERA

Specification

Features

PRT-555N

. 1/3" SONY Super HAD CCD

. Third- Generation DSP Chip

. Day / Night Capability

. Built-in 21-power infrared LEDs with CDS sensor

. Ultra High Resolution of 560TV Lines

. Removed Noise. Ghosting Effect with DNR

. DC Auto iris Varifocal Lens(4mm-9mm)

. ILBCT(IR LED Brightness Conservation Technology)

. 3-AXIS Gimbal

MODEL PRT-555N
CCD 1/3” SONY Super HAD CCD
TV System NTSC, PAL
Total Pixels NTSC=811(H)x508(V) / PAL=795(H)x596(V)

Effective Pixels
Scanning Frequency
Scanning System
Synchronization
Resolution

Minimum Illumination
S/N Ratio

White Balance
Gamma Characteristic
Video Output

Shutter Speed

OsD

AGC

DNR

Day & Night (Color)
Sharpness

Privacy

Power Supply
Power Consumption
Lens

Operation Temp
Storage Temp
Dimension

Weight

NTSC=768(H)x494(V) / PAL=752(H)x582(V)

NTSC=15.734Khz(H) / 59.94Hz(V) / PAL=15.625KHz(H) / 50.00Hz(V)

2:1 Interlace
Internal / Line Lock
560 TVL
0.00006 LUX (Sens-up*128x)
>50db
ATW/AWC/MANUAL (1800'K~10.500K)
Internal/Line Lock selectable
CVBS: 1.0Vp-p750hm
NTSC=Auto/Manual(1/60sec~1/120.000sec)
PAL=Auto/Manual(1/50sec~1/120.000sec)
Built-in
Low Middle, High, Off selectable
Low Middle, High, Off selectable
On/Auto Selectable (Electrical)
On/Off (Level Adjustable)
On/Off (4 Programmable Zone)
DC 12V (AC 24V Option)
CDS On: 350mA Max
DC Auto Iris Varifocal Lens (4mm-9mm)

-10°C ~ +50°C RH 95% Max

-20°C ~+60°C RH 95% Max

142(W)x105(H)x142(D)mm

1.1kg
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